
• black or white (RAL 9003) plastics

• plastic seat padded with injected foam 40 kg/m³ density with sliding seat (60 mm slide)

• synchronized mechanism with 5 locking positions and side tension control (mod. K)

• armrests:
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UPHOLSTERED BACK VERSION

• height adjustable backrest

• plastic inner and outer frame

• injected foam padding 35 kg/m³ density

MESH BACK VERSION
• plastic frame with height adjustable lumbar support

• upholstered in GO mesh

OPTIONAL

• height (60 mm) and orientation adjustable headrest with injected foam padding. Only mountable by the

factory. Not available for white plastic padded back version

LEX operative
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0,21 m3 13 Kg

UNI EN 1335 1/2/3 tip. B

technical details

- POLISHED ALUMINUM BODY HEIGHT ADJUSTABLE 
ARMREST WITH TPU PAD (BRA 131)

- PLASTIC BODY ADJUSTABLE ARMREST WITH 
PLASTIC PAD (BRA 132)

- HEIGHT AND DEPTH ADJUSTABLE ARMRESTS WITH 
SOFT PU ARMPADS WITH POLISHED ALUMINUM BODY 
(BRA 204)

- HEIGHT AND DEPTH ADJUSTABLE ARMRESTS WITH 
SOFT PU ARMPADS WITH NYLON BODY (BRA 210) 

HEIGHT AND WIDTH ADJUSTABLE CHROMED METAL 
ARMRESTS WITH WHITE PLASTIC ARMPADS (ONLY FOR 
WHITE PLASTIC VERSION) (BRA 196)

- HEIGHT, WIDTH, DEPTH AND ORIENTATION ADJUSTABLE 
NYLON ARMRESTS WITH PU ARMPADS (BRA 190)

- HEIGHT AND WIDTH ADJUSTABLE NYLON ARMRESTS 
WITH PU ARMPADS (BRA 180)

0,21 m3 12 Kg
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− height adjustable polished aluminum armrests with plastic body and TPU armpads (BRA 131)

− height adjustable plastic armrests (BRA 132)

− height and depth adjustable armrests with soft PU armpads with polished aluminum (BRA 204)

or nylon (BRA 210) body

− height, width, depth and orientation adjustable nylon armrests with PU armpads (BRA 190)

− height and width adjustable nylon armrests with PU armpads (BRA 180)

− height and width adjustable chromed metal armrests with white plastic armpads (only for white 

plastic version) (BRA 196)
• bases:

− 5 star polished aluminum base Ø 690 mm with oversized castors Ø 65 mm (B65)

− 5 star nylon base Ø 690 mm with oversized castors Ø 65 mm (B64)
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0,21 m3 13 Kg

0,21 m3 12 Kg

PADDED BACKREST VERSION

MESH BACKREST VERSION
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Milani S.r.l.
Via delle industrie II 5/7, 30020 Meolo (VE) Italia | Tel. 0421-618881 - fax 0421-345454 - info@sm-milani.com - www.sm-milani.com
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